
Diaphragm ValvesTI 1/2" - 2"

TI Diaphragm 1/2" - 2"
     Standard Features (Sizes 1/2" - 2")

•  Durable corrosion resistant PPG bonnet

•  Solid molded PVDF flanged body

•  3-Layer EPDM/PVDF/PTFE diaphragm

•  All titanium body to bonnet fasteners

•  Palladium titanium compressor joint and
    diaphragm insert

        Sample Specification (1/2”– 2”)

All TI Type 14 diaphragm valves shall be of solid
molded PVDF flanged body and PPG bonnet, weir
type with square body to bonnet sealing design.
Valves shall be supplied standard with 3-layer
EPDM cushion/PVDF gas barrier/PTFE
diaphragm, titanium body to bonnet bolts, nuts,
and washers.  Diaphragms shall feature
palladium titanium threaded connection stud
that shall connect to compressor via palladium
titanium connection “Joint”.  Face to face
dimensions shall conform to Type G. PVDF
conforming to ASTM D3222 Cell Classification
Type II.  Valves shall be rated to 150 psi at 70� F
as manufactured by Asahi/America, Inc.

Parts List (Sizes 1/2" - 2")
STRAP

.ON NOITPIRCSED .SCP LAIRETAM

1 ydoB 1 FDVP

2 tennoB 1 GPP

3 mgarhpaiD 1 EFTP

a3
lateMmgarhpaiD

tresnI
1 MUINATITMUIDALLAP

4 noihsuC 1 MDPE

5 reirraBsaGFDVP 1 FDVP

6 rosserpmoC 1 FDVP

7 tnioJ 1 MUINATITMUIDALLAP

8 metS 1 )4063C(YOLLAREPPOC

9 eveelS 1 )4063C(YOLLAREPPOC

01 leehwdnaH 1 PP

11 revoCeguaG 1 ETANOBRACYLOP

21 etalPemaN 1 CVP

31
-CgniRgniniateR

epyT
1 SS403

41 )A(gniR-O 1 MDPE

51 )B(gniR-O 1 MDPE

61 )A(gniRtsurhT 1 EPWMHU

71 )B(gniRtsurhT 1 EPWMHU

81 rehsaW,tuN,tloB steS4 MUINATIT

02 )A(reppotS 1 )4063C(YOLLAREPPOC

12 wercS 1 SS403

                                     Specifications
                           Sizes:  1/2”– 2”
         Body Material:  PVDF
     Bonnet Material:  PPG
              Diaphragm: 3-Layer EPDM/PVDF
                                        PTFE with Palladium
                                        Titanium Insert
                         Joint:   Palladium Titanium
                 Fasteners:  Titanium

For exploded view drawings refer to page 64
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Diaphragm ValvesTI 6"

TI Diaphragm 6"

        Sample Specification (6”)

All TI Type15 diaphragm valves shall be of solid
molded PVDF flanged body and PPG bonnet, weir
type with round body to bonnet sealing design.
Valves shall be supplied standard with 3-layer
EPDM Cushion/PVDF Gas Barrier/PTFE
diaphragm, Titanium body to bonnet bolts, studs,
molded in body inserts, nuts, and washers.
Diaphragms shall feature palladium titanium
threaded connection stud that shall connect to
the PVDF compressor via palladium titanium
compressor nut.  Compressor pin shall be
palladium titanium.  Face to face dimensions
shall conform to Type G.  PVDF conforming to
ASTM D3222 Cell Classification Type II.  Valves
shall be rated to 70 psi at 70� F as
manufactured by Asahi/America, Inc.

                                 Specifications
                            Size:  6”
         Body Material:  PVDF
     Bonnet Material: PPG
              Diaphragm: 3-Layer EPDM/PVDF/
                                        PTFE with Palladium
,                                       Titanium Insert
    Compressor Pin:   Palladium Titanium
    Compressor Nut:  Palladium Titanium

Standard Features (Size 6")

•  Durable corrosion resistant PPG bonnet

•  Solid molded PVDF flanged body

•  3-Layer EPDM/PVDF/PTFE diaphragm

•  All titanium body to bonnet fasteners

•  Palladium titanium compressor pin,
     compressor insert and diaphragm insert

STRAP

.ON NOITPIRCSED .SCP LAIRETAM

1 ydoB 1 FDVP

2 tennoB 1 GPP

3 mgarhpaiD 1 EFTP

a3
lateMmgarhpaiD

tresnI
1 MUINATITMUIDALLAP

4 noihsuC 1 MDPE

5 reirraBsaGFDVP 1 FDVP

6 tuNrosserpmoC 1 FDVP

7 niProsserpmoC 1 MUINATITMUIDALLAP

8 metS 1 )4063C(YOLLAREPPOC

9 )A(eveelS 1 )4063C(YOLLAREPPOC

01 )A(gniraeBtsurhT 1
MUIMORHCNOBRACHGIH

)2JUS(
11 )A(gniR-O 1 RBN

21 gulPtennoB 1 muinatiT

31 leehwdnaH 1 PP

41 etalPemaN 1 CVP

51 tuNpaC 1 PP

61 )A(teksaGteehS 1 MDPE

71 gniRteehS 1 )SS004(LEETSDEZIMORHC

81 reppotS 1 MUINATIT

91 rehsaWgnirpS 1 SS403

02 tuN 1 SS403

12 revoCeguaG 1 ETANOBRACYLOP

32
,tuN,tloBdutS

rehsaW
steS4 MUINATIT

42 rehsaW,tuN,tloB steS8 MUINATIT

a1 tuNtresnIydoB 4 MUINATIT

For exploded view drawings refer to page 75

  Fasteners:  Titanium
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Diaphragm ValvesTI 2-1/2" - 4"

TI Diaphragm 2-1/2" - 4"
Standard Features (Sizes 2-1/2" - 4")

•  Durable corrosion resistant PPG bonnet

•  Solid molded PVDF flanged body

•  3-Layer EPDM/PVDF/PTFE diaphragm

•  All titanium body to bonnet fasteners

•  Palladium titanium compressor pin,
     compressor insert and diaphragm insert

Sample Specification (2-1/2”– 4”)

All TI Type 14 diaphragm valves shall be of solid
molded PVDF flanged body and PPG bonnet,
weir type with round body to bonnet sealing
design.  Valves shall be supplied standard with
3-layer EPDM Cushion/PVDF gas barrier/PTFE
diaphragm, Titanium body to bonnet bolts,
studs, molded in body inserts, nuts, and
washers.  Diaphragms shall feature palladium
titanium threaded connection stud that shall
connect to the PVDF compressor via palladium
titanium metal insert.  Compressor pin shall be
palladium titanium.  Face to face dimensions
shall conform to Type G.  PVDF conforming to
ASTM D3222 Cell Classification Type II.  Valves
shall be rated to 150 psi at 70� F as
manufactured by Asahi/America, Inc.

Parts List (Sizes 2-1/2" - 4")
STRAP

.ON NOITPIRCSED .SCP LAIRETAM

1 ydoB 1 FDVP

2 tennoB 1 GPP

3 mgarhpaiD 1 EFTP

a3
lateMmgarhpaiD

tresnI
1 MUINATITMUIDALLAP

4 noihsuC 1 MDPE

5 reirraBsaGFDVP 1 FDVP

6 rosserpmoC 1 FDVP

8 metS 1 )4063C(YOLLAREPPOC

a8 doRgnitacidnI 1 SS403

9 eveelS 1 )4063C(YOLLAREPPOC

01 leehwdnaH 1 PP

11 revoCeguaG 1 ETANOBRACYLOP

21 etalPemaN 1 CVP

31
-CgniRgniniateR

epyT
1 SS403

41 )A(gniR-O 1 MDPE

51 )B(gniR-O 1 MDPE

61 )A(gniRtsurhT 1 EPWMHU

71 )B(gniRtsurhT 1 EPWMHU

81 rehsaW,tuN,tloB steS4 MUINATIT

02 )A(reppotS 1 )4063C(YOLLAREPPOC

88 gulPtennoB 1 MUINATIT

98 niProsserpmoC 1 MUINATITMUIDALLAP

09
,tuN,tloBdutS

rehsaW
steS4 MUINATIT

49
rosserpmoClateM

tresnI
1 MUINATITMUIDILLAP

a1 tuNtresnIydoB 4 MUINATIT

                                    Specifications
                            Sizes:  2-1/2”– 4”
           Body Material:  PVDF
        Bonnet Material: PPG
               Diaphragm:  3-Layer EPDM/PVDF/
                                           PTFE with Palladium
                                           Titanium Insert
        Compressor Pin:  Palladium Titanium
    Compressor Insert:  Palladium Titanium
                     Fasteners: Titanium

For exploded view drawings refer to page 65
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