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Electrically Actuated Type 23

Dimensions (IN.)
SERIES 92 ON
MULTIPORT (1/2"-4")

Dimensions (IN.)
SERIES 94 ON
MULTIPORT (1/2"-3")

Series 94 on Multiport Ball Valve

LANIMON
EZIS

H H *1SEHCNI mm

2/1 51 67.2 80.3

4/3 02 10.3 65.3

1 52 92.3 23.4

1 2/1 04 89.3 17.5

2 05 34.4 66.6

3 08 74.5 95.9

4 001 79.6 85.11

LANIMON
EZIS

H H *1SEHCNI mm

2/1 51 67.2 80.3

4/3 02 10.3 65.3

1 52 92.3 23.4

1 2/1 04 89.3 17.5

2 05 34.4 66.6

3 08 74.5 95.9

*PVC/CPVC Socket End
FOR FEATURES OF SERIES 92
ACTUATOR, SEE PAGE 21.

*PVC/CPVC Socket End
FOR FEATURES OF SERIES 94
ACTUATOR, SEE PAGE 22.

SERIES 92 ON MULTIPORT
BALL VALVES SIZES 1/2" – 4"

SERIES 94 ON MULTIPORT
BALL VALVES SIZES 1/2" – 3"

Series 92 on Multiport Ball Valve

L-port Ball Configuration Supplied as a standard
for 180 degree rotation.




