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Pool-Pro  Type SP Butterfly Valve

STRAP

.ON NOITPIRCSED .SCP LAIRETAM

1 ydoB 1 CVP

2 csiD 1 CVP

3 taeS 1 MDPE

4 )A(gniR-O 2 MDPE

5 )B(gniR-O 2 MDPE

6 )C(gniR-O 1 MDPE

7 metS 1 10123SleetSsselniatS

8 redloHmetS 1 403leetSsselniatS

61 eldnaH 1 PP

a61
nitresnIlateM

eldnaH
1 L613leetSsselniatS

71 reveLeldnaH 1 GPP

81 niP 1 GPP

91 gnirpS 1 403leetSsselniatS

02 )A(rehsaW 1 403leetSsselniatS

12 )B(tloB 1 403leetSsselniatS

22 etalPgnikcoL 1 GPP

32 )B(wercS 4 403leetSsselniatS

42 )A(paC 1 PP

52 xoBraeG 1 raegsalP MT

82 )C(tloB 4 403leetSsselniatS

Sample Specifications
All “Pool-Pro” Type SP Butterfly Valves sizes 1 1/2”-12” shall
be of a PVC, Body,PVC Disc and EPDM construction suitable for
Chlorinated water applications. Stem shall be of S32101
stainless steel and non-wetted.Valves shall be a self-gas
keting design with a convex sealing arrangement. All “Pool-Pro”
Type SP (1 1/2”-10”) valves shall be rated to 150 psi and size
(12”) 100 psi at 70 degrees F as manufactured by Asahi/America, Inc.

   Specifications
Sizes: 1-1/2" – 12"

Models: Wafer Style
Operators: Lever and Gear

Bodies: PVC
Discs: PVC
Seats: EPDM
Seals: EPDM
Stems: S32101 stainless steel

Standard Features (Sizes 1-1/2" – 12")
• SubmersibleSubmersibleSubmersibleSubmersibleSubmersible
Material of construction allows complete
submersion of valve body as all components are
compatible with Chlorinated water.
• PVC/PVC/EPDM ConstructionPVC/PVC/EPDM ConstructionPVC/PVC/EPDM ConstructionPVC/PVC/EPDM ConstructionPVC/PVC/EPDM Construction
Ideal for Chlorinated water applications.
• Blue Handle DesignBlue Handle DesignBlue Handle DesignBlue Handle DesignBlue Handle Design
Blue handle designates the proper valve is in
place for Chlorinated water applications.
• S32101 Non-wetted StemS32101 Non-wetted StemS32101 Non-wetted StemS32101 Non-wetted StemS32101 Non-wetted Stem
Stem does not come in contact with the media
but is still compatible if in direct contact.
• Thermoplastic MaterialThermoplastic MaterialThermoplastic MaterialThermoplastic MaterialThermoplastic Material
Lightweight construction allows for easy installation.
• ISO Mounting PadISO Mounting PadISO Mounting PadISO Mounting PadISO Mounting Pad
Allows for field mounting of accessories including stem
extensions, gear operators & automation.
• 18 position throttle plate for lever handle style

Parts List (Sizes 1 1/2" - 12")

®

Pressue vs Temperature Weight (lbs) CV Values
LANIMON

EZIS

vC
gnineposuoiravta(

)seerged
SEHCNI mm 03 o 06 o 09 o

2/11 04 9.2 3.34 17
2 05 9.3 1.65 29

2/12 56 9.5 4.58 041
3 08 3.9 431 022
4 001 1.51 132 083
6 051 6.64 176 0011
8 002 601 5241 0052
01 052 072 6741 0063
21 003 804 0412 0615

LANIMON
EZIS

raeG/reveL
detarepO

)sbl(
SEHCNI mm

)L(2/11 04 7.2
)L(2 05 1.3

)L(2/12 56 5.3
)L(3 08 0.4
)L(4 001 5.5
)L(6 051 3.31
)L(8 002 9.91
)G(8 002 3.42
)G(01 052 0.14
)G(21 003 4.85

LANIMON
EZIS 03 oF

021 oF
SEHCNI mm

2/11 04 ISP051
2 05 ISP051

2/12 56 ISP051
3 08 ISP051
4 001 ISP051
6 051 ISP051
8 002 ISP051
01 052 ISP051
21 003 ISP001
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Pool-Pro Type SP Butterfly Valve

Gear Style

Lever Style

Dimensions
LANIMON

EZIS

d

051SSALCISNA

D D1 D2 D3 L H1

ELYTSRAEG ELYTSREVEL
SEHCNI mm C n h H H2 H3 l A A1 H 2H 3H A

1 2/1 04 58.1 88.3 4 26.0 19.5 32.3 08.4 03.6 45.1 59.2 21.5 47.3 47.3 72.8 75.6 25.2 41.6 49.3 02.2 66.8

2 05 42.2 57.4 4 57.0 05.6 34.3 08.4 03.6 56.1 72.3 63.5 89.3 47.3 15.8 75.6 25.2 73.6 71.4 02.2 66.8

2 2/1 56 08.2 05.5 4 57.0 82.7 14.4 08.4 03.6 18.1 66.3 97.5 14.4 47.3 49.8 75.6 25.2 18.6 16.4 02.2 66.8

3 08 51.3 00.6 4 57.0 78.7 48.4 08.4 03.6 18.1 49.3 70.6 96.4 47.3 22.9 75.6 25.2 80.7 88.4 02.2 48.9

4 001 31.4 05.7 8 57.0 20.9 97.5 08.4 03.6 02.2 35.4 77.6 93.5 47.3 29.9 75.6 25.2 97.7 95.5 02.2 48.9

5 521 61.5 05.8 8 88.0 00.01 90.7 08.4 03.6 06.2 00.5 48.7 64.6 47.3 99.01 75.6 25.2 94.9 77.6 27.2 06.21

6 051 60.6 05.9 8 88.0 22.11 72.8 08.4 03.6 08.2 36.5 53.8 79.6 47.3 05.11 75.6 25.2 00.01 82.7 27.2 06.21

8 002 30.8 57.11 8 88.0 93.31 21.01 08.4 03.6 34.3 96.6 16.9 32.8 47.3 67.21 75.6 25.2 62.11 45.8 27.2 57.51

01 052 80.01 52.41 21 00.1 89.51 44.21 08.4 03.6 33.4 99.7 78.01 94.9 47.3 20.41 75.6 25.2 - - - -

21 003 06.21 00.71 21 00.1 20.91 75.41 04.7 18.11 80.5 35.9 93.31 37.11 52.4 92.91 35.9 09.3 - - - -


